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NOTES:

1. ALL THE ASPHALT MUST DRAIN. STANDING WATER AND "BIRD BATHS" WILL NOT BE ACCEPTED. IF
EXISTING PAVEMENT SECTIONS DO NOT DRAIN THEY MUST BE BROUGHT TO APPROPRIATE
LINES/GRADES TO CREATE POSITIVE DRAINAGE TO THE APPROPRIATE DRAINAGE CONVEYANCE.

2. PRIOR TO PAVING, SHOULDER SCRAPING MUST BE COMPLETED, AND ALL DEBRIS MUST BE REMOVED.

3. CONTRACTOR SHALL PROVIDE FILL MATERIAL AS NEEDED IN ORDER TO PROVIDE SMOOTH
TRANSITION AND POSITIVE DRAINAGE THROUGHOUT ROADWAY SHOULDER.
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6TH STREET QUANTITY ESTIMATES:

1. 1.5" ASPHALT PAVING: 3,452 SY
2. 0.75"-1" CRACK PROOF INTERLAYER: 3,452 SY
3. 24" STOP BAR: 44 LF
4. 4" DOUBLE SOLID YELLOW STRIPING: 1,246 LF
5. 4" SOLID WHITE STRIPING: 2,426 LF
6. 8" SOLID WHITE STRIPING: 132 LF
7. SHOULDER SCRAPING: 2,522 LF
8. SHOULDER FILL MATERIAL: 40 CY
9. GRASSING: 556 SY

*QUANTITIES ARE ESTIMATES ONLY, LUMP SUMP BID ITEMS IN
BID DOCUMENTS SHALL BE REFLECTIVE OF ON SITE CONDITIONS.
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CONTRACTOR TO APPLY CRACK RELIEF
INTERLAYER & OVERLAY 1.5" ASPHALT
THROUGHOUT ENTIRE ROADWAY AND SECTIONS
OF PAVED DRIVEWAYS ALONG ROADWAY AS
INDICATED IN ORDER TO PROVIDE SMOOTH
TRANSITION TO NEW ROADWAY ELEVATION.
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NOTES:

1. ALL THE ASPHALT MUST DRAIN. STANDING WATER AND "BIRD BATHS" WILL NOT BE ACCEPTED. IF
EXISTING PAVEMENT SECTIONS DO NOT DRAIN THEY MUST BE BROUGHT TO APPROPRIATE
LINES/GRADES TO CREATE POSITIVE DRAINAGE TO THE APPROPRIATE DRAINAGE CONVEYANCE.

2. PRIOR TO PAVING, SHOULDER SCRAPING MUST BE COMPLETED, AND ALL DEBRIS MUST BE REMOVED.

3. CONTRACTOR SHALL PROVIDE FILL MATERIAL AS NEEDED IN ORDER TO PROVIDE SMOOTH
TRANSITION AND POSITIVE DRAINAGE THROUGHOUT ROADWAY SHOULDER.

20
24

 L
M

IG

CI
TY

 O
F 

FO
LK

ST
ON

OV
ER

LA
Y 

EX
HI

BI
T

MARTIN STREET QUANTITY ESTIMATES:

1. 1.5" ASPHALT PAVING: 1,131 SY
2. 0.75"-1" CRACK PROOF INTERLAYER: 1,131 SY
3. 24" STOP BAR: 19 LF
4. 4" DOUBLE SOLID YELLOW STRIPING: 470 LF
5. 4" SOLID WHITE STRIPING: 1,008 LF
6. SHOULDER SCRAPING: 1,068 LF
7. SHOULDER FILL MATERIAL: 18 CY
8. GRASSING: 235 SY

*QUANTITIES ARE ESTIMATES ONLY, LUMP SUMP BID ITEMS IN
BID DOCUMENTS SHALL BE REFLECTIVE OF ON SITE CONDITIONS.

CONTRACTOR TO APPLY CRACK
RELIEF INTERLAYER & OVERLAY

1.5" ASPHALT THROUGHOUT
ENTIRE ROADWAY AS INDICATED.
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CROWNED PAVEMENT OVERLAY DETAIL
NOT TO SCALE

SUPER ELEVATED PAVEMENT OVERLAY DETAIL
NOT TO SCALE

EXISTING
ASPHALT PAVEMENT

1
4" PER FT IS PREFERRED

(10:1 MAX.)

CRACK RELIEF INTERLAYER

LIMITS OF PAVEMENT
REHABILITATION

LIMITS OF NEW PAVEMENT/TAPER

MAX. ASPHALT OVERLAY THICKNESS

PROVIDE AT LEAST MINIMUM PAVEMENT
STRUCTURE THICKNESS AT CONFORM POINT

OVERLAY PAVEMENT TRANSITION JOINT DETAIL
NOT TO SCALE

NEW SURFACE COURSEEXISTING SURFACE COURSE

EXISTING BASE

EXISTING CONCRETE OR
ASPHALT SURFACE COURSE

SAW-CUT & MATCH EXISTING
SURFACE COURSE ELEVATION

CROSS SLOPE 2.00% CROSS SLOPE 2.00%

EXISTING ASPHALT PAVEMENT
CONTRACTOR TO APPLY 0.75"-1" THICK

CRACK RELIEF INTERLAYER PRIOR TO
PAVEMENT OVERLAY APPLICATION

1.5" 9.5mm SUPERPAVE

CROSS SLOPE 2.00%

CONTRACTOR TO APPLY 0.75"-1" THICK
CRACK RELIEF INTERLAYER PRIOR TO

PAVEMENT OVERLAY APPLICATION

1.5" 9.5mm SUPERPAVE

SAW-CUT AND MATCH
EXISTING PAVEMENT (TYP.)

SIDE STREET
"A"

"A"
"A" "A"

DRIVEWAY

"A"

"A"

SECTION A-A
NOT TO SCALE

PLAN VIEW
NOT TO SCALE
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REMOVE EXISTING MATERIAL TO A DEPTH
WHICH EXPOSES APPROX. 1" OF THE

EXISTING ASPHALT SECTION, PROVIDE
POSITIVE SLOPE AWAY FROM ROADWAY.

SHOULDER SCRAPING DETAIL
N.T.S.

EXISTING GROUND

NOTES:

1. CONTRACTOR TO SCRAPE A CLEAN VERTICAL CUT ALONG THE EDGE OF EXISTING PAVEMENT &
REMOVE ANY MATERIAL PREVENTING PROPER DRAINAGE AWAY FROM THE PROPOSED ROADWAY
SURFACE.

2. SHOULDERS MUST BE SCRAPED PRIOR TO PAVING AND REMAIN CLEAR OF DEBRIS UNTIL THE FINAL
PAVEMENT APPLICATION AND SHOULDER BACKING HAS BEEN COMPLETED.

3. SHOULDERS MUST BE SCRAPED AS NEEDED TO ENSURE SHOULDER BACKING WILL PROVIDE
POSITIVE DRAINAGE & CONFORM TO THE OVERALL DRAINAGE CONVEYANCE OF THE EXISTING SITE.
REFER TO SHOULDER BACKING REQUIREMENTS TO ENSURE ADEQUATE SCRAPING WIDTH/SLOPE.

2. CONTRACTOR IS RESPONSIBLE FOR PROVIDING ANY FILL MATERIAL NEEDED TO CONSTRUCT/
RECONSTRUCT ROADWAY SHOULDER ONCE PROPOSED PAVEMENT OVERLAY HAS BEEN APPLIED.
SHOULDERS MAY BE CONSTRUCTED USING IN SITU MATERIAL, AS LONG AS MATERIAL MEETS THE
REQUIREMENTS DESCRIBED IN THE SHOULDER BACKING DETAIL ON THIS SHEET.

EXISTING
HP

EXISTING GROUND

ASPHALT OVERLAY

W*

EP HP

5% MIN, 20% MAX

EXISTING GROUND

SHOULDER BACKING DETAIL
N.T.S.

W*

EP

5% MIN, 20% MAX

NEW
HP

ASPHALT OVERLAY

MATCH EXISTING

ALTERNATIVE PLACEMENT FOR EXISTING SLOPES STEEPER THAN 6:1

TYPICAL (MOST COMMON) APPLICATION

*WIDTH REQUIREMENTS:
MIN. WIDTH = 2 FT
MAX. WIDTH = 3 FT (WHERE SITE CONDITIONS ALLOW)
WIDTH REQUIREMENTS ALSO EXIST FOR DIKES, MGBR, AND CONCRETE BARRIERS.

MATERIAL: SHOULDER BACKING MATERIAL BE GRANULAR BASE MATERIAL COMPACTED TO 95% PROCTOR.

EXISTING BASE

EXISTING PAVEMENT/BASE

EXISTING PAVEMENT/BASE

DEPTH OF EXISTING PAVEMENT

SCRAPE ALONG EXISTING
EDGE OF PAVEMENT

DEPTH OF PROPOSED OVERLAY
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